
 

Technics - SAEX300 - RSTR373 - SLPG580A - Set Hi-Fi (25 EUR)

Luogo Sardegna, Oristano
https://www.annuncici.it/x-290803-z

AMPLIFICATORE TUNER
 Tuning range: FM, MW

 Power output: 30 watts per channel into 8? (stereo)

 Frequency response: 10Hz to 40kHz

 Total harmonic distortion: 0.5%

 Damping factor: 30

 Input sensitivity: 3mV (MM), 200mV (line)

 Signal to noise ratio: 80dB (MM), 88dB (line)

 Output: 200mV (line)

 Speaker load impedance: 4? to 16?

 Video Connections: composite

 Dimensions: 430 x 136 x 358mm

 Weight: 8.7kg

 Accessories: remote control

 STEREO DOUBLE CASSETTE
 Type: auto reverse, double compact cassette deck

 Track System: 4-track, 2-channel stereo
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 Tape Speed: 4.8 cm/s

 Heads: 1 x record, 1 x playback, 1 x erase

 Motor: 2 x reel, 2 x capstan

 Tape Type: type I, CrO2, Metal

 Noise Reduction: B, C

 Frequency Response: 20Hz to 17kHz (Metal tape)

 Signal to Noise Ratio: 74dB (dolby C)

 Wow and Flutter: 0.1%

 Input: 100mV (line)

 Output: 0.5V (line)

 Dimensions: 430 x 136 x 285mm

 Weight: 4.4kg

 CD PLAYER
 Specifications
 Disc format: CD

 Digital converter: MN662713, 1 bit MASH

 CD Mechanism: CDM-12.1/15

 Frequency response: 2Hz to 20kHz

 Dynamic range: 96dB

 Signal to Noise Ratio: 100dB

 Total harmonic distortion: 0.004%
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 Line output: 2V

 Dimensions: 430 x 103 x 283mm

 Weight: 3.5kg

 Year: 1996 Chiudi
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