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Caratteristiche auto reverse, double compact cassette deck

Track System: 4-track, 2-channel stereo

necessita sostituzione cinghie per il funzionamento
Tape Speed: 4.8 cm/s

Frequency Response: 30Hz to 18kHz (Metal tape)
Signal to Noise Ratio: 82dB (dolby C)

Wow and Flutter: 0.08%
Total Harmonic Distortion: 1.8%

Tape Type: type |, CrO2, Metal
Headroom Extension: HX Pro
Input: 160mV (line)

Output: 0.5V (line)

Dimensions: 430 x 123 x 290mm
Weight: 4.5kg

Stereo Cassette Deck (1995)
Noise Reduction: B, C

~
[0)
=
S
NOB
%]
® o
0 %)
[Le] o
e} ke
x Q
= =
— [@)]
Q £
o O
n N—r
S
E @
c D
T @
=
O
= =
= -
g £
= o
= wn

Luogo
%

[x]

Sony TC-WR565 (cinghie da
sostituire)

https://lwww.annuncici.it/x-56528-z

o
i

Sony TC-WRS565 (cinghie da
sostituire)

https://lwww.annuncici.it/x-56528-z

Sony TC-WR565 (cinghie da
sostituire)

https://www.annuncici.it/x-56528-z

Sony TC-WR565 (cinghie da
sostituire)

https://www.annuncici.it/x-56528-z

Sony TC-WR565 (cinghie da sostituire) (45 EUR)
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