RCF - DU-KB10T - Ceiling Cassa acustica (1 EUR)

Luogo
https://www.annuncici.it/x-574722-z

RCF DU KB10/T colore avorio.\r

secondary taps: 10W - 5W - 2.5W - 1,25W - 0,6W\r

Veneto, Belluno

primary imput voltages: OV - 25V - 75V - 100V\r

\r
\r
SPECS:\r
\r

Frequency Response (-10dB): 100 Hz + 18000 Hz\r

Max SPL @ 1m: 103 dB\r
Horizontal coverage angle\r
195°\r

Vertical coverage angle\r
165°\r

System Sensitivity: 93 dB\r

\r

Power Handling: 10 W RMS\r
Peak Power Handling: 40 W PEAK\r
\r

Dome Tweeter: 1.0"\r
Woofer: Coaxial 4.0"\r
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Power selection

2. V -
" Bower sglegtion|3! Z5 W - 8060 ohmlr2
Hower s@légtion|d: £2 W - §383 ohm\r
wer selection|5: §6 W - 16667 oh

\& = 3 &
Height: 196kmm|/ 7.8 inchesk

Vg:idth: 220§nm 8@ inches\lg
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Depth: 87 mm / 3.43 inches\r
Weight: 1.12 kg / 2.47 Ibs Chiudi
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